
 
 
 
 
  
 

 
NORMAC NR-95LVHS 100% SOLIDS SPRAYABLE URETHANE 
 
 

 
 

Normac NR-95LVHS is a 100% solids sprayable urethane 
coating system based on “Stripped” TDI prepolymers and 
proprietary amine curatives. Developed in 1996 with less than 
1% free monomer Normac NR-95LVHS provides the field and 
shop applicator with the lowest isocyanate exposure levels 
possible. Normac NR-95LVHS has proven its durability as a 
premium grade abrasion and corrosion resistant material 
particularly in small particle abrasion in wet and dry 
environments.   
 

 
 

Normac NR-95LVHS is a two component urethane coating 
packaged in preportioned kits for ease of application. 
Versatility is available in a wide variety of colours and additives 
for high build or Anti-static properties, Flame resistance and 
UV stabilizers. 
 

Normac NR-95LVHS must be applied through plural component, heated, high pressure spray equipment or 
through the Normac U-Spray Cartridge System. As a “stripped” TDI it can be applied in virtually any climate 
throughout the world.  Application thicknesses range from 1mm (.040”) to 6mm (.250”) plus. 
 

Hardness   95 (±5) Shore A           Rev. 3 
Tensile strength   3500 psi    ASTM D412 
Elongation    275%     ASTM D412 
Tear Strength   384 lb Die C    ASTM D624 
Abrasion Resistance  74 milligrams/1000 cycles/H18 wheels ASTM D1044 
Ratio    Part A-100, Part B-50, by volume 
Flash Point   None 
Priming System   NR-9500, NR-9600, EP-100, 900 Series 
 
   Approximate 
Product Code NR-95LVHS Part A NR-95LVHS Part B Shipping Weight 
95LVK60 40kg/2 x 20 liter/5 gallon can 18.74kg/1 x 20 liter/5 gallon can 59kg/130lb 
95LVK600 409kg/2 x 200 liter/55 gallon drum 192kg/1 x 200 liter/55 gallon drum 601kg/1322lb 
 
 
 
 
This data is based on information believed to be reliable and is offered solely for evaluation. Normac products are sold with the understanding that clients make their own tests 
to determine the suitability of these products for their particular application. Since the use of this product is beyond the control of the Seller, the Buyer assumes all risks of use 
or handling, whether in accordance with directions or not, as the Seller makes no warranty, expressed or implied, concerning this product. 
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